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_CONSTRUCTIDN DETAILS

A.

- DETECTION CAMERAS. (NOTE:

CABINET AND CONTROLLER. (

SERVICE - TRENCHED. STUB

G. ‘INSTALL 4 IN. PVC SCHEDULE
H. INSTALL HANDHOLE.

J. INSTALL 24 IN. WHITE HEAT
TAPE FOR STOP LINE.

INSTALL CONCRETE FOUNDATION WITH A 27 FT.
70 FT. MAST ARM WITH SIGNAL HEADS,

~ SCHEDULE 80 CONDUIT BENDS).
C. INSTALL 200 AMP METERED SERVICE PEDESTAL.

RIGHT-OF-WAY

STEEL POLE WITH SINGLE
SIGNS. AND OVERHEAD VIDEO
ONE .3 IN. PVC SCHEDULE 80 CONDUIT BEND)

B. INSTALL CONCRETE FDUNDATION WITH A NEMA SIZE 6 BASE MOUNTED

NOTE: TwO-4 IN. PVC, AND TWO-2 IN. PVC

D. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT FOR ELECTRICAL

UP CONDUIT BEND AT BASE OF UTILITY POLE.

| E. INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.

80 ELECTRICAL CONDUIT — TRENCHED.

APPLIED THERMOPLASTIC PAVEMENT MARKING

GEOMETRIC LEGEND

EXISTING
PROPOSED

BREAKAWAY BASE.,

BY: JPALADUGU

UTILITY: LEGEND

PROPOSED SIGNALS

14245 4 3
’ (R)
(Y)
a
O ©O &
127 12” 8"/12"

PROPOSED VIDEO

EMA PHASING

. B2 D4
| 7 l
/
/

FLASHING
OPERATION

&

AERIAL CABLE DETAIL 1
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K. REMOVE EXISTING OVERHEAD SIGN AND STRUCTURE.
M. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — SLOTTED.
N. INSTALL CONCRETE FOUNDATION WITH A 14 FT. STEEL PEDESTAL POLE WITH

SIGNAL HEAD MOUNTED ON PEDESTAL POLE TOP,
(NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND)

AND SIGN.

DETECTION
asbyc.d
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NOTE: _
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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FOR CONDUIT AND HANDBOX
INSTALLATION SEE
INTERCONNECT PLAN

TGENERAL NOTES

INSTALLATION.

i
D 144

APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.
4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALLING

PROPOSED SIGNAL EQUIPMENT.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE

FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,

ROADWAY PROFILE GRADE FOR OPEN SECTIONS,
AS SPECIFIED IN MD 816.03,

INSTALLATION OF ALL SIGNAL EQUIPMENT.

6. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH

MSHA STANDARDS.

TO MEET CLEARANCES
MD 818.01, MD 818.02,
THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE

HIGHEST

EDERICK ROAD)

o

FOR CONDUIT INSTALLATION -

SEE INTERCONNECT PLAN

1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRICR TO

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE

IF ANY UTILITIY CONFLICTS SHOULD ARISE THE
CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

TO BALTIMORE

MD 818.04.
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TRAFFIC ENGINEERING

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION

OFFICE OF TRAFFIC & SAFETY

DESIGN DIVISION

MD 144 (FREDERICK ROAD) &

1-695 OUTER

LOOP RAMP

CATONSVILLE, MARYLAND

APPROVALS

REVISIONS

TRAFFIC SIGNAL PLAN
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